
Living With

Home is where your loved ones live and 

where you feel relaxed. 

Aiphone is the choice to make you and 

your family feel secure.

Comfort

SINGLE-FAMILY HOME

OFFICE

Aiphone's JF series provides you with the convenience of hands-free communication, 

the sophistication of a sleek, streamline design and the peace of mind of being 

able to safely identify visitors with high resolution color video intercom. 





JF Series 

JF-1MD / JF-2MED
Distributed by :

JF(E)0906A

http://www.aiphone.com/

ISO 9001

ISO 9001 Certified
JQA-0921

ISO 14001

ISO 14001 Certified
JQA-EM0453

Deming Prize

Deming Medal

Printed in Japan (E)
MC49004AOZ

All rights reserved. All statements valid at time of printing. The design and specifications are subject to change without notice for improvement.
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CAMERA POSITION & IMAGE VIEW AREA

SPECIFICATIONS

Power
Calling
Communication

Video Monitor
Scanning Line
Minimum Illumination
Night Viewing

Door Release Contact
Option Output
Wiring  

Distance    

   
 

:18V DC - Use PS-1820S, PS-1820UL, PS-1820, PS-1810DIN
:Chime, image and audio approx. 45 sec.
:Approx. 1 min.
:AUTOMATIC (hands-free) - to activate,momentarily 
 press TALK button 
:MANUAL (press-to-talk/release-to-listen)- to activate, 
 press TALK button for 1 sec. or more 
:3-1/2 inch direct view TFT color LCD
:525 lines
:5 Lux at 30cm distance
:Up to 30cm from camera, with white LED projected,
 background beyond 30cm cannot be seen
:24V AC/DC, 500mA (N/O dry closure contact)
:24V AC/DC, 1.6A (dry closure contact)
:Door to master: 2-cond., mid cap, solid, non-shielded
 Master to sub: 6-cond., mid cap, solid, non-shielded
:Master/Sub to door: 50m (Ø0.65mm) 100m (Ø1.0mm)
 Master to IER-2: 75m (Ø0.65mm) 150m (Ø1.0mm)

Power
Calling
Communication

Video Monitor
Scanning Line
Minimum Illumination
Night Viewing

Door Release Contact
Option Output
External Sensor Input
Wiring  

Distance    

   
 

:18V DC - Use PS-1820S, PS-1820UL, PS-1820, PS-1810DIN
:Chime, image and audio approx. 45 sec.
:Approx. 1 min.
:AUTOMATIC (hands-free) - to activate,momentarily 
 press TALK button 
:MANUAL (press-to-talk/release-to-listen)- to activate, 
 press TALK button for 1 sec. or more
:3-1/2 inch direct view TFT color LCD
:525 lines
:5 Lux at 30cm distance
:Up to 30cm from camera, with white LED projected,
 background beyond 30cm cannot be seen
:24V AC/DC, 500mA (N/O dry closure contact)
:24V AC/DC, 1.6A (dry closure contact)
:N/O dry closure contact
:Door to master: 2-cond., mid cap, solid, non-shielded
 Master to sub: 4-cond., mid cap, solid, non-shielded
:Master to door: 50m (Ø0.65mm) 100m (Ø1.0mm)
 Master to farthest sub: 50m (Ø0.65mm) 100m (Ø1.0mm)
 Master to IER-2: 75m (Ø0.65mm) 150m (Ø1.0mm)

WIRING & CABLE
･Two-conductors Monitor to Door Wiring
  JF-1MD: Six-conductors Master to Sub Wiring
  JF-2MED: Four-conductors Monitor to Monitor Wiring
･Recommended: Parallel or jacketed 2-conductor, mid-capacitance, non-shielded cable. PVC jacket with PE (polyethylene) insulated conductor. Never use individual conductors, 
  twisted pair cable or coaxial cable.

The image on the monitor is simulated.

Hands-free communication is activated by automatic voice switching circuitry, which may cause intermittent audio by the environmental noise level of either inside stations.
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