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The HiRes Video Company

HiRes  

3 Megapixel
2048 x 1536

Software zoom

Skyline

Format free
Each image format

freely definable

30 Frames/s
VGA (640 x 480)

30 F/s Mega

Virtual PTZ
Digital pan, tilt,

zoom

Backlight
Safe using CMOS

 without mechanical iris

Internal DVR
Internal via Flash, 

external via Network 

Win/Lin/Mac  

Recording
via Network on PC 

up to 1 Terabyte

Microphone & speaker

Audio
bi-directional via IP,
variable framerates

SIP-Client with video 

IP Telephony
Alarm notify,

cam remote control 

VideoMotion
Multiple windows

precision pixel-based

 

-22 to +140 °F

Weatherproof
-30 to +60 °C, IP65,

no heating necessary

 IEEE 802.3af  

PoE
Network power
even in winter 

Robust
No moving parts

fiber glass housing

MxCC/MxEasy

Licence free
Video-Management-

Software 
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EN D24M: Camera Manual

HiRes Video Innovations

The German company MOBOTIX AG is known as the leading pioneer in network camera technology and its 

decentralized concept has made high-resolution video systems cost-efficient.

MOBOTIX AG • D-67722 Langmeil • Tel: +49 6302 9816-103 • Fax: +49 6302 9816-190 • info@mobotix.com

Latest PDF File:
www.mobotix.com > Support > Manuals
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Fits In. Watches Out.
The D24M MonoDome camera adapts perfectly to any task. Exchangeable lenses, various mounting 
and configuration options including Vandalism Set support unlimited possibilities.
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D24-Camera Manual: Camera Data

Enter your camera data here.

Camera model:

Camera name:

Factory IP address:

Current IP address:

DHCP:

Admin user name:

Admin password:

Note

MOBOTIX offers inexpensive seminars that include workshops and practical exercises:  
Basic Seminar three days, Advanced Seminar two days.

For more information, please visit www.mobotix.com.

See Section 3.7.2
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Foreword
Dear MOBOTIX customer,  

Congratulations on your decision to purchase an exceptionally powerful and compact 
network camera "Made in Germany." Like all MOBOTIX cameras, the D24M Mono 

Dome uses a high-resolution color image sensor with 3.1 megapixels as standard 
and offers premium quality combined with convincing features.

This Camera Manual will give you an initial overview of the superior and innova-
tive MOBOTIX concept. This includes all the information you need to unpack and 

install the camera (Chapter 2) and to view initial images on a PC (Chapter 3).

Please see the Software Camera Manual Part 2, included in the camera packag-
ing, for information on how to work with the many camera functions, such as e.g. 

event control or image storage.

If you would prefer to work with MxEasy or MxControlCenter instead of the browser con-
trolled MOBOTIX camera software, you can download these programs for free including 
a manual (PDF) from the MOBOTIX website: 

www.mobotix.com/eng_US/Support/Software-Downloads

If you have any questions, our support and international sales staff are available at intl-
support@mobotix.com from Monday to Friday, 8 a.m. to 6 p.m. (German time). 

We would like to thank you for your trust and wish you all the best with your new high-
performance D24M MonoDome MOBOTIX camera!

Notes and Copyright Information

The enclosed Camera Software Manual contains detailed information on the 
camera software. Download the latest version of this manual and the MxEasy and 
MxControlCenter manuals as PDF files from www.mobotix.com (Support > Manuals). 
All rights reserved. MOBOTIX, MxControlCenter, MxEasy, ExtIO and CamIO are inter-
nationally protected trademarks of MOBOTIX AG. Microsoft, Windows and Windows 
Server are registered trademarks of Microsoft Corporation. Apple, the Apple logo, 
Macintosh, OS X and Bonjour are trademarks of Apple Inc. Linux is a trademark 
of Linus Torvalds. All other brandnames mentioned herein may be trademarks or 
registered trademarks of the respective owners. Copyright © 1999-2009 , Langmeil, 
Germany. Information subject to change without notice!

More information: 
www.mobotix.com
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D24M - high-resolution 
and discreet video 
monitoring in a bank

mailto:sales@mobotix.com
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The MOBOTIX Concept

HiRes Video Innovations

The German company MOBOTIX AG is known as the leading pioneer in network camera 
technology since its founding in 1999, and its decentralized concept has made high-

resolution video systems cost-efficient. Whether in embassies, airports, railway stations, 
ports, gas stations, hotels or on highways - over one hundred thousand MOBOTIX video 

systems have been in operation on every continent for years. 

Technology Leader Of Network Cameras

In a short time, MOBOTIX has gained the second place in Europe and the fourth place 
worldwide in terms of market share. MOBOTIX has been producing megapixel cameras 
exclusively for years and, in this area, ranks as the global market leader in high-resolution 
video systems with a market share of over 60%.

Why High-Resolution Systems?

The higher the resolution, the more accurate the detail in the image. With the old analog 
technology, a live image has no more than 0.4 megapixels, and a recorded image 
generally 0.1 megapixels (CIF). On the contrary, one MOBOTIX camera with 3.1 
megapixels records around 30 times more detail. As a result, larger image areas 
with up to 360° allround views are possible, thus reducing the number of cameras and 
therefore the costs. For example, four lanes of a gas station can be recorded with one 
MOBOTIX camera instead of four conventional cameras. 

Disadvantages Of Old Centralized Solution 

Usually, cameras only supply the images, while processing and recording take place 
later on a central PC using video management software. This traditional centralized 
structure has many limitations, since it requires high network bandwidth and the PC 
processing power is insufficient for several cameras. A HDTV MPEG4 film already puts 
considerable strain on a PC, how can it be expected to process dozens of high-resolution live 
cameras? Traditional cen-
tralized systems are 
therefore less suitable 
and cost-effective than 
high-resolution systems 
due to the high number 
of PCs required. 
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The Decentralized MOBOTIX Concept

Unlike other systems, with the decentralized MOBOTIX concept, a high-speed com-
puter and, if requested, digital memory (MicroSD/SD card) is built into every camera 
for long-term recording. The PC now serves purely for viewing, not for analysis or 
recording. As a result, MOBOTIX cameras can record in response to an event, even 
without the PC being switched on, and digitally store the videos with sound.

The Benefits

MOBOTIX video solutions therefore require significantly:

•	 fewer cameras due to the more accurate detail of panoramic images with mega-
pixel technology,

•	 fewer PCs/DVRs, because around 40 cameras can store high-resolution videos with 
sound efficiently on a single PC, or no PC at all when recording in the camera using 
digital memory (USB, MicroSD/SD card),

•	 lower network bandwidth, because everything is processed in the camera itself, 
the high-resolution images do not have to be constantly transported for analysis.

Robust And Low-Maintenance

MOBOTIX cameras have no mechanical motors for lenses or for movement. Without any 
moving parts, therefore they are so robust that maintenance is reduced to a minimum. 
The unique temperature range from -30 °C to +60°C is achieved without heating or a fan 
at approximately 3 watts. Since no PC hard disk is necessary for recording, there are no 
parts that wear out in the entire video system.

Software Included - For Life

There are no software and licensing costs with MOBOTIX because the software is always 
supplied with the camera for an unlimited number of cameras and users. The software 
package supplied with the camera also includes professional control room software similar 
to that used in football stadiums, for example. Updates are supplied free of charge on 
the website. The system price for a weatherproof camera, including lens, query software 
and day-to-day recording on the MicroSD/SD card, is under 1,000 euro.

One Camera For 4 Gas Pumps - Long-Term Recording Without Peripheral Devices

mailto:sales@mobotix.com


10/148 D24M Camera Manual: Superior Storage Solution

© MOBOTIX AG  •  Security-Vision-Systems  •  Made in Germany

www.mobotix.com  •  sales@mobotix.com

Superior Storage Solution

The Market Demands Better Image Quality

When it comes to future-proof video surveillance systems, it is not a matter 
of analog or digital but whether it is high-resolution or not. It is important to 
note that only HiRes video with decentralized network camera technology 
can be implemented at a much lower cost than any other type of video 
surveillance system.

Central Storage As A Bottleneck

These days, video data is normally pre-processed and stored centrally on a PC or 
DVR using video management software. Video and audio streams from all installed 

cameras are directed to this central device. This system is comparable to a highway at 
rush hour: the more cameras there are, the faster data piles up on the PC or DVR. This 
means that despite HiRes cameras, the data is generally not stored in high-resolution 
format.

MOBOTIX Stores HiRes Cost-Efficiently

MOBOTIX solves the PC storage bottleneck problem using a currently unique and yet 
amazingly effective method - through the camera itself. High-resolution video with lip-
synchronized sound is saved either remotely over the network or locally on Flash memory 
devices (commercial SD/MicroSD or CF cards, USB memory).

NON-MOBOTIX System

Motion detection and pre-
alarm buffer are in the PC 

(bottleneck)

Storage

Central PC is a bottleneck and represents a risk for the entire system
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Flash memory is a sophisticated form of semiconductor memory without mechanical 
moving parts and represents the storage medium of the future thanks to its reliability, 
ease of use and low cost.

MOBOTIX Stores Data In Flash Memory

•	 No PC / network is required for continuous operations and there is no network load

•	 USB Flash media can be connected directly to the camera (instead of internal SD/
MicroSD/CF card); no network is necessary

•	 Greater reliability (no hard disk drive)

•	 Ring buffer: Old images can be overwritten automatically or automatically deleted 
after a specified period of time

MOBOTIX Stores Data Reliably

The MOBOTIX Flash file system (MxFFS) prevents unauthorized persons from reading or 
transferring the internally stored data, even if the card is stolen.

MOBOTIX Only Saves What Is Necessary

The MOBOTIX system includes three important 
additional options that allow more data to be 
stored for a longer time: 

•	 Only the relevant image sections are stored 
instead of the entire image (for example, 
sky or ceiling is removed)

•	 Video recording only begins when relevant 
events occur (such as movement in the image)

•	 Temporarily increased frame rate during 
continuous recording of events

By connecting external memory over the network 
(NAS), the system can be expanded without limi-
tations, even while it is running. 

MOBOTIX System

Network

Software and storage integrated in MOBOTIX cameras

•	Inside the camera - one MicroSD card is 
enough to record all day long, making central 
data storage devices or PCs unnecessary

•	 In USB memory (connection via USB 
cable) data storage without mechani-
cal moving parts or network load 
(greater protection against 
data theft)

•	A file server (NAS) can 
store around 10 times 
more data from MOBOTIX  
HiRes cameras than usual because they 
use memory organization internally 

MOBOTIX Data Storage

mailto:sales@mobotix.com


12/148 D24M Camera Manual: Added Security Value

© MOBOTIX AG  •  Security-Vision-Systems  •  Made in Germany

www.mobotix.com  •  sales@mobotix.com

ADDED SECURITY VALUE         

Robust, Low-Maintenance Technology

The real added value of MOBOTIX products is reflected in 
characteristics such as enhanced functionality, long life 
and robustness. In general, MOBOTIX cameras have no 
moving parts. This makes the cameras very resistant to 
wear and tear, and reduces both maintenance costs and 
power consumption.

Alarm Management And Forwarding

Integrated sensors enable MOBOTIX cameras 
to recognize when an event has occurred. If 
desired, the cameras will respond immedi-
ately with an alarm tone and will establish 
a direct video and sound connection to 

a control room.

Absolute Data Security

The security barriers that are built into the camera are extremely secure. The camera 
images are only accessible to authorized persons and are encrypted via SSL when they 
are transferred over the network.

Notification Of Failure

MOBOTIX cameras will automatically report any impairment or failure. This ensures maxi-
mum reliability and readiness for use.

Subsequent Searches 

Events rarely confine themselves to just one spot. So even when you are looking at an 
enlarged detail in live mode, it is always the full image that is recorded. And in this full 
image, any section can always be enlarged later or whenever necessary.  

Floor plan and camera 
view in MxControlCenter 
(free control cen-
ter software from 
MOBOTIX)
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Sound Increases The Chance Of Detection

In the event of an alarm, MOBOTIX cameras can turn on their built-in microphones and 
record lip-synchronized sound. They are therefore an even greater help in analyzing a 
situation and easing clarification. In addition, the video system can be used for bidirectional 
communication via a loudspeaker/microphone.

No Problems With Backlight

MOBOTIX cameras are not adversely affected by the glare from direct sunlight. They 
deliver meaningful, detailed images all the time because the camera software supports 
easy programming of independent exposure windows to cope with specific situations. 
This makes them ideal for rooms with large glass fronts.

Vandalism-Proof Models

In critical environments or for outdoor use, it is often best to choose vandalism-
protected MOBOTIX cameras. Their steel housing resists even the hardest 
attacks, and the cameras will deliver a perfect picture of the attackers.

Audio features for 
the D24M only avail-
able in combination 
with the ExtIO module 
(MOBOTIX accessory)

Placing the exposure win-
dow in the lower image 
area (left image) delivers 
less optimum results 
compared to moving 
three individual exposure 
windows up toward the 
windows (right image)

mailto:sales@mobotix.com
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The Most Important Cost Benefits

Increased resolution reduces amount of cameras needed
1536-line, high-resolution sensors give a better overview and allow monitoring 
an entire room with just one camera from the corner

Reduced installation costs at any distance
Standard Ethernet connection enables the use of use of common network 
components such as fiber, copper and wireless (WLAN)

Intelligent recording technology reduces required storage
Decentralized recording technology in the camera software puts less strain on PCs 
and reduces the amount of storage PCs (DVRs) by 10 times

Event-controlled image rate minimizes storage costs
Event-driven, automatically adjusted recording frame rate based on event or 
sensor action reduces amount of data and storage costs

No additional power and no heating required
Anti-fogging without heating allows usage of standard PoE technology to power 
the system via network and saves costs of power cabling

Backup power requirement reduced by 8 times
Low power consumption, approx. 4 watts, enables year-round (no heating 
required) PoE with one centralized UPS from installation room via network

Robust and practically maintenance free
Fiberglass-reinforced composite housing with built-in cable protection and no 
mechanical moving parts (no auto iris) guarantees longevity

No software and no licence costs
Control and recording software is integrated in the camera and is free of charge; 
new functions are available via free software downloads

Unlimited scalability and high return of investment
While in use, more cameras and storage can be added at any time; image 
format, frame rate & recording parameters can be camera specific

Additional functions and other extras included
Audio support, lens, wall mount and weatherproof housing [-30°C... +60°C 
(-22°F... +140°F)] are included; microphone & speaker available in certain models

1

2

3

4

5

6

7

8

9

10
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The Most Important Technical Advantages

Progressive-scan instead of half-frame blur
Megapixel sensor and image processing inside camera with digital white 
balance generates sharp and true color images at every scale

Sun and backlight compensation
CMOS-sensor without auto iris, digital contrast enhancement and configurable 
exposure measurement zones guarantee optimal exposure control

Dual camera technology: 2-in-1
Two possible camera views with picture-in-picture technology or 180° panoramic 
view; one Dual-Fixdome camera with 2.5 megapixel is enough

Long-term, high-performance Terabyte recording included
Event detection and ring buffer recording by the camera itself allow 
recording of 40 smooth video streams on a single PC (1200 VGA images/s)

Simultaneous recording, event search and live viewing
Live video for multiple users, recording and event search simultaneously 
possible in seconds from anywhere in the world via network

Very low network load
Efficient MxPEG video codec, motion detection based recording and video 
buffering inside camera guarantee a very low network load

Bridging of recording during network failures
Internal camera ring buffer bridges network failures and bandwidth 
fluctuations of wireless links (WLAN/UMTS) for several minutes

Day & night maintenance free
Unique Day/Night camera technology without moving parts guarantees 
extreme light sensitivity and ensures long-term reliability

Audio and SIP telephony
Lip-synchronized audio (live & recording); each camera is a video IP telephone 
based on SIP standard with automatic alarm call and remote control

MxControlCenter included
Dual screen technology with building plans, free camera positioning, 
event search, image processing, lens distortion correction and PTZ support

1

2

3

4

5

6

7

8

9

10
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1	 INTRODUCTION

1.1	 D24M Overview

With the D24M series, MOBOTIX offers extremely compact, versatile and cost-effective 
mono dome cameras with up to 1,536 scan lines, an integrated video sensor and long-
term internal storage on a MicroSD card (not available in the basic model). The basic 
model, the D24M Basic, is designed for indoor use, comes with a 90° Wide Angle lens 
and is powered over Ethernet (PoE).  

90° Room monitoring

90° Raumüberwachung
Overview of 3 elevators

3 Fahrstühle im Überblick

Original MOBOTIX 
D24M image

Size comparison: 
standard resolution 
(analog) with 288 scan 
lines (CIF) versus a 
MOBOTIX resolution 
with 1,536 scan lines 

3 Mega
1536 lines

CIF
288 lines
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A Master Of Adaptability

All D24M models come with an easily interchangeable lenses and a robust 1.5 mm thick 
polycarbonate dome. An extensive range of accessories is also available for installing 
the camera in an application-optimized manner, for supplying power or expanding the 
functions of the camera. Furthermore, MOBOTIX customers can take advantage of MxEasy 
or the professional control center software MxControlCenter free of charge and with an 
unlimited user and camera license. If required, a D24M camera can even be upgraded to 
function as a powerful intercom system by adding the MOBOTIX ExtIO module.

Robust And Elegant 

The D24M is available in the Secure, IT or Basic models depending on the software features. 
Five high-performance lenses are currently available for the D24M in the compact M14 
housing. Due to their low power consumption of only 3 watts, D24M cameras can operate 
in an extremely wide temperature range [-30°C to +60°C (-22°F... +140°F)]. Since MOBOTIX 
cameras neither fog up nor require heating, power can be supplied via the network cabling 
using standard PoE products. The D24M IT and Secure models are completely dust-proof 
and resistant to water jets (IP65; D24M Basic: IP54). The D24M Wall Mount makes the 
camera ideally suited for outdoor use and for installation over surface-mounted sockets 
so that the cabling remains thoroughly concealed.

High-Resolution Sees More And Costs Less

One D24M camera equipped with a 90° Wide Angle lens is usually all 
that is required to monitor either an entire room from a corner or the four 
lanes of a gas station. The high degree of image detail not only reduces the 
number of required cameras, but also minimizes system costs by reducing the 
wiring complexity, emergency power requirements and number of recording devices 
required.  D24M cameras (IT and Secure) feature direct recording to integrated MicroSD 
cards or external USB drives. As a result, these cameras can be used in standalone opera-
tion with zero network load!

One Camera For 4 Gas Pumps - Long-Term Recording Without Peripheral Devices 

Universal Application From The Vacation Home To The Airport

MOBOTIX D24M cameras are suitable for use in large-scale facilities like airports given 
their unlimited scalability and high performance. However, they are equally suitable for 
use in small commercial or private buildings thanks to their integrated event, storage, 
alarm and telephony functions.

MOBOTIX ExtIO 
(functional exten-
sion for D24M)

mailto:sales@mobotix.com


18/148 D24M Camera Manual: INTRODUCTION

© MOBOTIX AG  •  Security-Vision-Systems  •  Made in Germany

www.mobotix.com  •  sales@mobotix.com

The Right Lens For Every Application

You can change the lens in the D24M camera models on site whenever necessary. Each 
lens is secured by a lock ring. Each camera has a factory-aligned and quality-tested lens, 
which makes on-site camera focusing unnecessary in most cases. The D24M cameras 
are available for delivery with a lens of your choosing or no lens at all.

The image area captured by the D24M varies depending on the selected lens (see Section 
1.4). With a Super Wide Angle lens (L22 with 90°), for example, almost an entire room can 
be recorded from just one corner.       

With an L135 Telephoto lens, a D24M camera with a high-resolution 3.1 megapixel sensor 
is capable of clearly recording a license plate number from a distance of 75 meters. Or 
even the serial number of a 5 euro bill from a distance of two meters!

With a D24M equipped 
with an L22 lens, the 
(slightly) distorted 
image can be cor-
rected by software 
(see Section 3.4)
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Virtual PTZ (vPTZ) – No Motor Required    

The D24M can zoom in on detail as well. These vPTZ functions are a standard feature in 
the integrated D24M camera software. The image from the mono dome camera can be 
enlarged using e.g. the mouse wheel, a joystick or a software-controlled PTZ panel, and 

you can "move" the view to any section of the image. This provides the features of 
a mechanical PTZ camera without the disadvantages of maintenance and wear. 

This vPTZ functionality works differently depending on the camera operation platform 
(web browser, MxEasy, MxControlCenter). Virtual zoom, pan and tilt using MxEasy and 
MxControlCenter is very simple thanks to special software tools and the use of an optional 
joystick. However, a joystick may also be used even with pure browser-based operation 
from Internet Explorer (together with an ActiveX plug-in).

Quick and easy naviga-
tion with a USB joystick

Original D24M image 
with L22 lens (90Á)

mailto:sales@mobotix.com
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Simultaneous Zoomed Live Image And Full Image Recording  

All conventional, motorized PTZ cameras only store the image that is currently viewed as 
the live image (live image recording). This has one serious disadvantage as the recording 
can only show what has happened in the "visible" portion of the image; the rest is lost and 
cannot be examined later on. For this reason, MOBOTIX has added the new full image 
recording feature to the D24M. This will not store the currently viewed image that reflects 
the pan/tilt position and the zoom setting chosen by the user, but the full sensor image ‑ 
without vPTZ settings. When examining the recorded images at a later point in time, the 
vPTZ features again come into play, as they allow the visible image to be zoomed and 
use the pan/tilt features to examine every corner of the recorded full image.

Example: 

The people marked by the red circle in the middle area of the image would not have been 
recorded by a regular PTZ camera; the full image recording of the D24M allows you to 
determine, for example, the exact time at which these people entered the image area 
recorded by the camera. A browser (Internet Explorer with MxPEG ActiveX plug-in), 
MxControlCenter or MxEasy can be used to examine the recorded sequences.         

The image distortion caused by the L22 90° 
Wide Angle lens can be corrected (see Section 
3.4). Since this function requires more com-
puting power, it should not be enabled in 
the live image for applications that require 
a maximum frame rate. The image distor-
tion in the recording can also be corrected 
at a later time.  

Integrated vPTZ func-
tions allow the complete 
stored full image to be 
"analyzed" at a later 
point in time (in MxEasy 
and MxControlCenter)

Live image Stored Full Image Analysis in the stored full image
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Internal DVR

The D24M IT/Secure model features direct recording to integrated 
MicroSD cards, which makes the camera fully independent of any 
external storage media, even for longer periods of time. The camera 
internally stores high-resolution video, without requiring an external 
recording device or PC and therefore without overloading the network 
whatsoever. Old recordings may be overwritten automatically or auto-
matically deleted after a specified period of time. A 16 GB MicroSD 
card, for example, allows the camera to store more than a quarter 
million event images in VGA format (640 x 480). For security reasons, 
the camera can even encrypt the stored data.

Power failures are not an issue, as the video and image sequences remain safely stored 
on the MicroSD card. Access to stored video sequences is possible at any time from the 
camera user interface in the browser, MxControlCenter or MxEasy. If you would like to 
archive sequences, you can store all of the data or only certain parts to a computer or 
a USB hard disk.

High Frame Rates Of Up To 30 fps

Like all other MOBOTIX cameras, the D24M models can generate live video streams 
with high frame rates and a maximum image resolution of 3.1 megapixels (QXGA with 
2048 x 1536 pixels). Up to 30 fps are generated at a megapixel resolution of 1280x960 
pixels. Even at 3.1 megapixels, the camera will still generate up to 20 fps!

Robust And Maintenance-Free 

Thanks to their low power consumption of approximately 3 watts and the total absence 
of mechanical moving parts, the D24M models feature the highest operating temperature 
range from -30°C to +60°C (‑20°F to +140°F) and are completely dust-proof and resistant 
to water jets (D24M IT/Secure IP65; D24M Basic IP54). Since the cameras neither fog up 
nor require heating, power can be supplied all year round via the Ethernet cabling using 
standard PoE products.

Camera Design Creates New Applications

Some application scenarios benefit from a surveillance camera that is present, but does 
not attract attention. The low-key elegance of the camera design, especially when installed 
with the In-Ceiling Set, makes the D24M the ideal solution where discreet design and 
inconspicuous look are important. For example, hotels and restaurants—not to men-
tion installations in public buildings, waiting rooms and showrooms—present a suitable 
backdrop for this type of equipment.

4 GB MicroSD card pre-
installed in the camera 
(D24M IT/Secure)

mailto:sales@mobotix.com


22/148 D24M Camera Manual: INTRODUCTION

© MOBOTIX AG  •  Security-Vision-Systems  •  Made in Germany

www.mobotix.com  •  sales@mobotix.com

The integrated DVR functionality with long-term storage on a MicroSD card also makes 
the camera an ideal solution for mobile applications since it only requires a power sup-
ply via the network cable (standard PoE) for full event-driven recording with video and 
audio, thus delivering a complete standalone product. Application examples in this con-
text are installations in public transportation such as busses, trains, aboard ships, airplanes, 
etc.

Model Versions

The D24M is available in the Secure, IT or Basic models, which all come with different 
features. The D24M is delivered with an L22 Super Wide Angle lens (horizontal angle of 
90°) as standard. Four additional lenses (Wide Angle and Telephoto) with viewing angles 
of 15°, 31°, 45° or 60° are available upon request. The standard IT and Secure models 
include a pre-formatted and pre-installed 4 GB MicroSD card. Audio features can be added 
at any time with the ExtIO module (not available for Basic model).

D24M with the 
In-Ceiling Set
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1.2	 D24M: The Next Generation HiRes Mono Dome Camera

The D24M camera is the more powerful successor to the D22M and is delivered with a 
recording capacity of 4 GB integrated as standard. The D24M has a new microprocessor 
and a modified system platform. The result is more than twice the processing power, 
which enables smooth video frame rates, even in the high-resolution megapixel display. 

Frames Rates Have Doubled

Even 3.1 megapixel camera images may be transferred at a rate of 20 frames per second, 
and megapixel images at up to 30 images per second.

4 GB MicroSD Card

Every D24M IT/Secure is delivered with a high-quality, factory-installed 4 GB MicroSD card 
(internal DVR) as a standard feature—sufficient for around 10 hours of HiRes continuous 
recording (at a rate of 4 fps).

Adjustable PoE Classes, 1 To 3

The PoE class of the camera may be raised or lowered from the default value of 2 to 1 or 
3 from the camera software, to precisely adjust the functionality of the camera, its acces-
sories and the PoE switch.

Only 3 Watt Power Consumption

Despite the use of a more powerful processor, the power consumption of the D24M is 
maintained at the extremely low level of only 3 watts.

New Connection Options

The MOBOTIX MiniUSB connector allows you to quickly and easily connect the MOBOTIX 
ExtIO module and possible future extensions (e.g. UMTS stick, MxBus, ...). This connector is 
not enabled in the Basic model.

mailto:sales@mobotix.com
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1.3	 General MOBOTIX Camera Functions   

Like all other MOBOTIX cameras, the D24M models supports a range of (software) func-
tions, such as video motion detection, long-term recording, alarm messaging and video 
IP telephony, to name but a few. Unlike in camera systems from other manufacturers, 
buying and installing additional software on the computer is unnecessary. Instead of 
using a web browser, you can also download the free MxControlCenter or MxEasy from 
the MOBOTIX website, which allow you to quickly display multiple cameras on a single 
monitor and enable alarm switching with audio or an easy event search.

vPTZ: Virtual Pan/Tilt/Zoom Features

While MxControlCenter has been providing virtual PTZ features for some time now, these 
features are now available directly in the MOBOTIX camera. This means that you can 
continuously zoom into or out of the live image using either the mouse wheel or a joystick. 
When storing images or video sequences, you can choose to store either the visible image 
area of the live image or the full sensor image (full image storage). This also allows you 
to examine parts of an image or video that had not been visible in the live image section 
on display at the time of the recording.

Automatic Image Correction (Only With The L22 Lens)

Another familiar problem from the field of photography is the distortion that result from 
using wide angle lenses. Straight lines near the image borders are bent outwards. The 
integrated distortion correction features of the camera (and of MxControlCenter) allow the 
curve of various lenses to be corrected using software functions.

Live Video With Up To 30 fps, Including Audio

MOBOTIX cameras deliver smooth live video with lip-synchronous audio, yet they keep 
network load to a minimum. Some analog systems may also be able to deliver this, but the 
recording quality is so much higher with MOBOTIX since the cameras efficiently store the 
high, live image resolution and frame rate without compromising image quality. MOBOTIX 
technology thus provides for continuous recording of simultaneous video from 30 cameras 
at 30 frames per second each, including audio, all on one standard PC.

Low Bandwidth Requirements

MOBOTIX's patent pending streaming format MxPEG enables fast live video with audio 
at extremely low network load (1 to 2 Mbps). Since the MOBOTIX camera itself detects 
movements in the image (and not the computer), video sequences are only transmitted 
when they are being stored externally.

Audio features for 
the D24M only avail-
able in combination 
with the ExtIO module 
(MOBOTIX accessory)

Camera vPTZ functions 
can be controlled with 
a mouse or joystick

Using a joystick: Internet 
Explorer with activated 
MxPEG ActiveX plug-
in, MxControlCenter 
or MxEasy required

MxControlCenter and 
MxEasy can be  
downloaded free of 
charge at  
www.mobotix.com
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Voice Over IP

Moreover, MxPEG provides for lip-synchronous live audio and two-way communication 
between the camera and a computer. Room surveillance is possible using a browser 
(Internet Explorer), MxControlCenter or MxEasy. Customized alarm notification on your 
mobile phone or via Internet telephony is just as easy as event-controlled voice messages 
directly from the camera.

Internet Telephony (SIP) And Video SIP

Video SIP allows establishing audio/video connec-
tions to the camera using Windows Messenger 
or similar applications (e.g. CounterPath X-Lite/
Eyebeam). This feature also allows the camera 
to be remote controlled using the phone keys 
and the camera itself can place phone calls 
in case of alarms.

Long-Term Storage On File Servers Included

MOBOTIX cameras have an integrated long-term storage system for Linux, Windows and 
Mac OS X computers. Every camera manages its own ring buffer storage on the shared 
folder. Thanks to this decentralized approach, 30 live cameras can store images of up to 
30 frames per second each, including audio, on a single computer.

Internal DVR: Storage On MicroSD Or CF Cards

MOBOTIX cameras support direct storage on an internal MicroSD/SD/CF card (basic models 
excluded). By using this integrated Flash card DVR, the camera is able to offer the following 
additional applications:

•	 Stand-alone use of the camera without a file server by recording to the MicroSD card.

•	 High-security application with recording on a file server or NAS/SAN in which the 
SD card serves as storage buffer. It can thus bridge longer network or file server 
failures without losing any video sequences (supported in a future software version).

•	 Event downloads from the MicroSD card for evaluation of the recorded sequences 
on a computer.

 Internal DVR External USB Storage Remarks for USB Storage

M12 optional optional Adapter cable required

D12 optional optional Adapter cable required

V12 optional  -  -

M22M optional optional Device can be connected directly

D24M included optional Adapter cable required

Q24M included optional Adapter cable required

Internal DVR is either 
an option during order 
placement (e.g. M12 
R8) or upgradeable 
later with an SD card

D24M IT/Secure: 4 GB 
MicroSD card included

mailto:sales@mobotix.com
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Event And Time-Controlled

Just like triggering event-controlled recording upon detecting movements in the image, the 
camera can also record when the volume detected by a microphone exceeds a certain 
trigger value. Using scheduled daily recording, time tasks can start or stop video record-
ing, upload images to a website or send e-mails with video/audio clips. Vacation times 
and holidays can be programmed.

Remote Alerting

In case of an alarm, MOBOTIX cameras can automatically pop up windows or activate 
other functions at a remote security control center. The cameras can use network/wireless, 
GSM/GPRS/UMTS (3G) or Internet connections for this purpose.

Integrated Power-over-Ethernet

Power is supplied as Power over Ethernet via the network cabling using the MOBOTIX NPA-
PoE-Set or from a PoE compatible switch (both according to the IEEE 802.3af PoE Standard). 

Caution

Previous MOBOTIX network power accessories such as the NPA Set, Power Box 
and Power Rack (MX-NPA-Set, MX-NPR-4 and MX-NPR8/20) are not suitable for 
use with the D24M.

No heating is necessary thanks to the well-insulated plastic housing and anti-fogging 
properties. Due to their low power consumption (approx. 3 watts), MOBOTIX cameras, 
unlike those of other manufacturers, may be operated both indoors and outdoors using 
a PoE power supply.

Logos, Animated Or Freestyle

The MOBOTIX camera logo generator allows time-scheduled banners and graphics (includ-
ing files loaded automatically from any URL) to be integrated into the current camera 
images. MOBOTIX cameras are the only network IP cameras supporting animated and 
transparent graphics.

No heating required 
- PoE is no problem, 
even in winter

Logo generator for 
displaying graphics 
already integrated 
in the live image
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30 Cameras Live Using MxControlCenter

Instead of using a web browser, you can also download the free MxControlCenter from 
the MOBOTIX website, which allows you to quickly display up to 30 MOBOTIX cameras 
on one single monitor. In addition, MxControlCenter can process incoming alarms with 
sound from the cameras and allows you to conveniently search and evaluate alarm video 
clips (including audio). The integrated Layout Editor of MxControlCenter allows you to 
quickly create floor plans by simply dragging/dropping the cameras onto a background 
image. Load a floor plan as background image, drag & drop the cameras; done.

MxEasy – Intuitive Application For Windows, Macintosh And Linux

The new MOBOTIX MxEasy aims at easy operation of the most important camera functions 
through its intuitive user interface, thus creating a new user experience when viewing and 
controlling MOBOTIX cameras. The clear design allows up to 16 cameras to be managed, 
and the application can show up to four cameras at the same time.

Free download at 
www.mobotix.com

Free download at 
www.mobotix.com

mailto:sales@mobotix.com
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All settings selected in MxEasy (e.g. virtual camera position, zoom, brightness, volume, 
microphone sensitivity, image storage, signal outputs) are usable immediately and are 
stored instantly in the configuration of the corresponding camera. The calendar function 
integrated in the Alarm Planner provides 
access to innovative features for scheduled 
settings of one or more cameras.

For the first time, this tool not only controls 
video and audio recording based on cer-
tain time and date information, but also 
allows features like video motion detection, 
image brightness and the microphone to 
be activated/deactivated based on a date 
and time schedule.

MxEasy is available as a free-of-charge  download for MS Windows and Mac OS X operat-
ing systems under www.mobotix.com. A Linux version will be available soon.

Diverse Installation Options

Not only can MOBOTIX cameras be installed under almost all weather and temperature 
conditions, they also offer suitable installation materials from a wide range of accessories 
for any conceivable application scenario.

Additional Camera Functions (Software)    
•	 True software scaling to easily generate smaller image formats for PDAs (such as 

320x240, 160x120, etc.).

•	 Audio video recording with three different recording modes: event recording with 
audio, continuous recording with variable frame rate and audio as well as event-
controlled snapshot recording of JPEG images.

•	 Storage failure detection can monitor a file server (or a Flash device) and can use 
one or more of the defined messaging options for error notification.

•	 Player of recorded images/video sequences with audio in the integrated video 
management system.

•	 Multiwatcher screen can display and monitor several cameras over the Internet, 
with only one camera requiring access from the outside. This "proxy" camera uses 
only very little bandwidth, making it an ideal solution for low-bandwidth connections.

•	 MultiView screen for displaying multiple cameras or events in one browser window.

•	 Event notification by e-mail, SMS (using a provider), voice notification (Phone Call-
Out), sounds and by visual means (e.g. red frame in live image) using two separate 
messaging paths.

•	 Object tracing for analyzing the paths of objects that are moving in the image.

Audio features for 
the D24M only avail-
able in combination 
with the ExtIO module 
(MOBOTIX accessory)
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•	 Time Tables with handling of customized holidays and vacations. The time tables 
are used to control the camera's arming, image recording messaging, logos, the 
obscure image function as well as other features.

•	 Remote signaling for master/slave cameras, with the master camera controlling 
the arming status of the slave cameras. This allows, for example, all slave cameras 
to be armed using a key switch connected to the master camera.

•	 Transfer profiles for comfortably controlling transmissions via FTP, e-mail, phone 
calls and network messages.

•	 Speakerphone* with speak, listen and intercom modes using a microphone and 
speaker.

•	 Phone Call-In* to remotely control the camera using a touchtone telephone (retrieve 
camera information, establish an Internet connection, announce the retrieved IP 
address, intercom feature, etc.).

•	 MxPEG video compression using MxControlCenter. The ActiveX plug-in for Internet 
Explorer users brings all advantages of MxPEG to the browser-based user interface 
(including the audio stream to and from the camera).

•	 Routing allows use of other network connections besides the standard route.

•	 DynDNS client for accessing the camera via the Internet using a symbolic name 
(e.g. mymobotixcam.dyndns.org), despite the provider assigning a new dynamic IP 
address every time the camera connects to the Internet.

•	 Non-voidable backup system starts the cameras in the original operating state 
if a software update fails, allowing the user to easily restart the update process.

•	 Enhanced startup options for the camera (obtain IP address via DHCP, announcement 
of IP address and other network data, reset to factory default settings).

•	 Notifications upon errors or when rebooting provide a method for executing one 
or more notifications (e.g. blinking of the camera LEDs, audio message, FTP, e-mail, 
phone call, network message).

•	 Extended security features protect the pages and features of the camera and prohibit 
unauthorized access (IP-level access control, intrusion detection). They also provide 
SSL-protected transmission of the video sequences and the data (using SSL encryp-
tion and X.509 certificates).

Free Software Updates (www.mobotix.com)

MOBOTIX provides software updates free of charge at regular intervals that improve and 
expand the camera’s functionalities. Chapter 6, Software Update, in the Software Manual 
provides more information on the process.

* Telephony features 
using VoIP connections 
(Internet telephony)

Free software updates at  
www.mobotix.com

mailto:sales@mobotix.com
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1.4	 Lens Options, Hardware And Software Features

MOBOTIX currently offers five standard lenses with M14 thread from the L22 Super Wide 
Angle lens with a 22 mm focal length through to the L135 Telephoto lens with a 135 mm focal 
length (equivalent to 35 mm camera). Since MOBOTIX cameras are backlight-proof, they do 
not require a mechanical auto iris, making them extremely robust and maintenance-free.

•	 L22 Super Wide Angle with 90° image angle (horizontal)

•	 L32 Wide Angle with 60° image angle (horizontal)

•	 L43 Wide Angle with 45° image angle (horizontal)

•	 L65 Telephoto with 31° image angle (horizontal)

•	 L135 Telephoto with 15° image angle (horizontal)

The L22 Super Wide Angle 90° lens has very little distortion and delivers good image 
quality, even when using the maximum digital zoom. If a camera with this lens has been 
mounted in the corner of a room, the complete room is visible on the image.

L22 Super Wide Angle 90° L32 Wide Angle 60° L43 Wide Angle 45° L65 Tele 31° L135 Tele 15°

                                         

Le
ns

es

                                         

approx. 90°H x 67°V  
at 10 m appr: 20.0 x 13.3 m

approx. 60°H x 45°V  
at 10 m appr: 11.5 x 8.2 m

approx. 45°H x 34°V  
at 10 m appr: 8.2 x 6.1 m

approx. 31°H x 23°V  
at 10 m appr: 5.5 x 4.0 m

approx. 15°H x 11°V  
at 10 m appr: 2.6 x 1.9 m

Overview of 3 elevators

Original image from a 
D24M with 90Á lens (L22)
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Lens Table L22 L32 L43 L65 L135

Original image

35 mm equivalent focal length 22 mm 
(1.26 in)

32 mm 
(1.26 in)

43 mm 
(1.69 in)

65 mm 
(2.56 in)

135 mm 
(5.31 in)

Actual focal length 4 mm 
(0.16 in)

6 mm 
(0.24 in)

8 mm 
(0.31 in)

12 mm 
(0.47 in)

25 mm 
(0.98 in)

Aperture 2.0 2.0 2.0 2.0 2.5

Horizontal image angle 90° 60° 45° 31° 15°

Vertical image angle 67° 45° 34° 23° 11°

Distance 1 m (1.09 yd) m m m m m

Image width 2.0 1.1 0.8 0.5 0.3

Image height 1.3 0.8 0.6 0.4 0.2

Distance 5 m (5.47 yd) m m m m m

Image width 10.0 5.7 4.1 2.7 1.3

Image height 6.6 4.1 3.0 2.0 1.0

Distance 10 m (10.94 yd) m m m m m

Image width 20.0 11.5 8.2 5.5 2.6

Image height 13.3 8.2 6.1 4.0 1.9

Distance 20 m (21.87 yd) m m m m m

Image width 40.0 23.0 16.4 11.0 5.2

Image height 26.6 16.4 12.2 8.0 3.8

Distance 50 m (54.68 yd) m m m m m

Image width 100.0 57.5 41.0 27.5 13.0

Image height 66.0 41.0 30.5 20.0 9.5

Notes

The specified focal lengths of MOBOTIX lenses do not reflect the actual focal length 
of the lenses, but the focal length (Lxx mm) converted to 35 mm camera format. For 
example, the MOBOTIX Super Wide Angle lens has an actual focal length of 4 mm. This 
would be the equivalent of 22 mm on a 35 mm camera. This lens is thus called L22.

Since the image sensors in digital cameras have different sizes, converting the focal 
lengths to 35 mm camera as a known format allows the image formats and the 
fields of vision of the different lenses to be calculated and compared more easily. 
Another benefit is that you can easily set a 35 mm camera (analog or digital) to the 
same focal length as the MOBOTIX lens (Lxx) to obtain the same field of vision. This 
approach greatly facilitates lens selection.

mailto:sales@mobotix.com
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D24M Hardware Features

Outdoor weatherproof IP54 IP65 IP65 IP65

Ethernet/MiniUSB* X/- X/X X/X X/X

MicroSD slot - X X X

Mono (M) / Dual (D) M M M M

Image sensor Color Color Color B/W

Lens L22 L22 L22 L22

Resolution VGA VGA 3 MEGA 1 MEGA

Resolution horizontal x vertical 640x480 640x480 2048x1536 1280x960

Max. frame rate CIF/VGA/MEGA/3MEGA (fps) 16/16/-/- 16/16/-/- 30/30/30/20 30/30/30/-

Sensitivity at 1/60 second (lux) 1 1 1 0.1

Sensitivity at 1 second (lux) 0.05 0.05 0.05 0.005

RAM storage (MB) 64 64 128 128

Temp. video storage, ring buffer (MB) 2 32 64 64

Internal DVR (MicroSD card), ring buffer (GB)** - up to 32 up to 32 up to 32

• CIF images (for 32 GB int. DVR), approx. - 2 mil. 2 mil. 2 mil.

• VGA images (for 32 GB int. DVR), approx. - 1 mil. 1 mil. 1 mil.

• MEGA images (for 32 GB int. DVR), approx. - - 350,000 350,000

• 3 MEGA images (for 32 GB int. DVR), approx. - - 160,000 -

External audio (optional with ExtIO) - X X X

Warranty (months) 12 12 12 12

Concealed cabling X X X X

D24M Software Features

Digital zoom (continuous) with panning - X X X

Additional storable views - X X X

Full image recording - X X X

Video motion window X X X X

Exposure windows X X X X

*Special MiniUSB 
adaptor cable avail-
able as an accessory

**A 4 GB MicroSD card 
is included with all D24M 
IT/Secure models

MicroSD cards of 
up to 32 GB may 
be used (SDHC)
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Software Features (All Models)

Digital zoom (continuous) with panning  X * X X X

Motion JPEG/MxPEG video streaming X/X X/X X/X X/X

Custom exposure windows X X X X

Video motion detection X X X X

Time and event control (FTP, e-mail, logos) X X X X

Weekly schedules/holidays - X X X

Web functionality (FTP, e-mail) X X X X

Quad/MultiView in browser X X X X

Recording/Playback in browser X X X X

Logo generator, animated - X X X

Single image recording (pre-/post-alarm images) 3 3 10 50

Terabyte ring buffer (Win/Lin/Mac) via network - - X X

Continuous video/audio recording, 0.2 to 30 fps - - X X

Video/audio recording (event-triggered) - - X X

Event-controlled frame rate with continuous audio - - X X

Flexible event logic - - - X

Master/Slave arming by one camera - - - X

Time-scheduled privacy zones, several areas - - - X

Bidirectional audio (IP) from/to browser - -  X** X**

Customized voice messages - - X X

VoIP telephony (Audio/Video, SIP) - - X** X**

Alarm calls to softphones (SIP) e.g. X-Lite - - X X

Remote alarm notification (via TCP/IP, IP Notify) - - X X

RS232 Data Logger/Terminal - - X*** X***

Programming interface/HTTP API - - X X

Security features (HTTPS/SSL, IP-level access control, 
network authentication IEEE 802.1X) X X X X

Model Feature List

Image size VGA 3 Mega VGA 3 Mega

Image sensor Color Color Color & B/W Color & B/W

Standard lens for software version L22 L22 L22 L22

Audio support (Microphone/Speaker) -/L** -/L** M/L** M/L**

The Web version is only 
available for the M12

The Basic version is 
only available for the 
D24M and Q24M

The IT version is not 
available for the Q24M

*Only available for Q24M

**D24M IT and Secure 
models allow an external 
speaker and micro-
phone to be connected. 
D24M cameras are 
not delivered with a 
microphone or speaker.

***RS232 only 
for M12/D12

BW image sensors with 
megapixel resolution 
(1280x960 pixels)

M12 lenses included if 
requested by customer

mailto:sales@mobotix.com
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2	 INSTALLATION
Although the D24M is primarily designed for installation on walls and ceilings, it can also 
be mounted to a pole or the corner of a building, for example, using the appropriate 
MOBOTIX accessories. The different installation options are described in sections 2.4 and 
below, while the drilling templates can be found at the end of the manual.

2.1	 Preparing The Installation

Before installing the MOBOTIX D24M, the following questions should be answered:

1.	 Where will the camera be mounted?
Mounting to a ceiling or wall, see Section 2.1.1

2.	 Which other mounting options are available?
On-wall mounting, in-ceiling mounting, vandalism protection, wall mounting, pole 
mounting, see Section 2.1.2

3.	 How is the camera connected to the network and how is the power supplied?
MX-NPA-PoE or other PoE components (IEEE 802.3af), see Section 2.1.3

4.	 How are the connections furnished from the building?
Sockets, see Section 2.1.4

5.	 What cabling considerations are necessary?
Wiring, see Sections  2.1.5 and 2.13

The following sections contain a brief answer to each of these questions, as well as refer-
ences to the relevant sections in this manual. For more information on the MOBOTIX D24M 
and available accessories, please see: www.mobotix.com.
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2.1.1	 Ceiling And Wall Mounting

Like all MOBOTIX cameras, the D24M is extremely flexible in terms of how and where it 
can be installed (see Section 2.1.2). The Basic model meets the IP54 standard while the IT 
and Secure models are weatherproof in accordance with IP65. However, installations on 
a wall or ceiling are the most common mounting positions. In indoor spaces, the D24M 
is usually mounted from the ceiling. The Super Wide Angle lens (90°, L22) allows a room 
to be monitored almost entirely by a camera mounted in the corner. Using the PTZ software, 
you can easily zoom in on image details in either the live image or the recording.

Ceiling Installation With The In-Ceiling Set

mailto:sales@mobotix.com
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Wall Installation Using The Outdoor Wall Mount

Outdoors, the D24M is usually mounted on a building wall. In principle, the camera can 
be installed without additional wall mounts, although the positional range of the lens may 
be limited as a result. We therefore recommend using the practical Wall Mount from 
the range of available accessories (Section 2.4).  The cable exit of the D24M is located 
in the center of the housing's underside. For more detailed information on the installation 
process, see Sections 2.5 and above. The appropriate drilling templates can be found at 
the end of the manual.

A HiRes MOBOTIX Camera Can Replace Up To 6 Conventional Cameras

One Camera For 4 Gas Pumps - Long-Term Recording Without Peripheral Devices
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