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Retrofitting a Vapotec VTSOR
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Instructions....

1.  Isolate power then fit a Vapotec VTSOR into ceiling and open terminal block
2.  Disconnect wire # 2 from fan and connect to Fan 'A' in Vapotec Terminal Block
3.  Disconnect wire # 3 from fan and connect to Mains 'N' in Vapotec Terminal Block
4.  Add wires 4, 5 and 6 as shown then close the Vapotec Terminal Block and reinstate power

Retrofitting a Vapotec VTSOR
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The automatic bathroom exhaust-fan switch
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Retrofitting a Vapotec VTSOR - Retaining Light & Fan override function

N

A

N

A

Roof Cavity
Vapotec VTSOR

Mains

Fan

6

7

1
5

4
From Mains

Isolation Switch

From Mains

Isolation Switch

Instructions....

1.  Isolate power then fit a Vapotec VTSOR into ceiling and open terminal block
2.  Replace the LIGHT switch with a double-pole switch
3.  Run extra wire (#3) to new double-pole light switch
4.  Wire VTSOR as shown in accompanying diagram
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Fan motor isolator not shown for clarity
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Installing a Vapotec VTSOR - Featuring Light & Fan override function
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Instructions....

1.  Isolate power then fit a Vapotec VTSOR into ceiling and open terminal block
2.  Fit a double-pole double-throw switch into the wall

3.  Wire VTSOR as shown in this diagram
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